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LAMP PHOTOMETRIC REPORT

MODEL: 98Tivoli150SMD

POWER: 150W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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TOTAL FLUX: 16696 lm
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

6577 6852 6927 6860 6581 6124 5845 6097 624.9 624.9 3.74

6476 6914 6928 6927 6479 5277 4431 5182 1780 2405 14.4

6292 6805 6678 6803 6302 4196 3283 4088 2683 5088 30.5

5967 6458 5776 6456 6034 3309 2581 3214 3316 8404 50.3

5546 5006 3017 5250 5796 2552 1841 2387 3475 11878 71.1

4718 2149 507.1 2683 5386 1619 975.1 1412 2873 14751 88.4

669.1 285.3 234.2 357.8 1734 658.9 256.7 476.0 1570 16321 97.8

79.61 129.4 159.9 159.6 110.4 160.5 130.8 126.1 297.2 16619 99.5

38.60 19.18 3.933 22.43 39.93 14.69 3.208 12.15 77.10 16696 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:22 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98Tivoli150SMD

POWER: 150W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 6611

5 6601

10 6577

15 6535

20 6476

25 6398

30 6292

35 6139

40 5967

45 5763

50 5546

55 5284

60 4718

65 2570

70 669

75 163

80 79.6

85 54.6

90 38.6

10

6611

6650

6665

6667

6655

6624

6562

6453

6297

6097

5827

5462

4712

2849

782

225

82.4

52.6

39.2

20

6611

6679

6738

6770

6773

6759

6716

6628

6489

6286

6008

5563

5006

3374

765

167

87.0

49.6

34.6

30

6611

6717

6793

6837

6861

6848

6808

6710

6559

6339

5883

5156

4197

2456

472

172

84.9

51.2

25.8

40

6611

6744

6835

6893

6905

6880

6817

6707

6526

6135

5346

4121

2592

1160

298

165

104

44.1

20.3

50

6611

6765

6869

6927

6924

6881

6793

6659

6390

5775

4665

3098

1705

592

272

216

155

78.2

18.0

60

6611

6786

6899

6944

6927

6863

6753

6571

6188

5349

3937

2334

975

362

335

217

154

81.1

16.7

70

6611

6797

6915

6955

6931

6841

6717

6496

5987

4986

3422

1883

626

398

274

211

163

123

15.9

80

6611

6799

6918

6961

6926

6828

6681

6423

5818

4698

3083

1625

511

424

234

201

163

98.6

15.2

90

6611

6797

6927

6964

6928

6823

6678

6406

5776

4630

3017

1581

507

413

234

209

160

90.7

3.93

100

6611

6800

6920

6968

6930

6830

6679

6418

5830

4739

3138

1693

688

428

236

207

166

100

17.2

110

6611

6791

6915

6964

6940

6851

6716

6487

5993

5056

3568

2040

694

408

292

215

168

128

19.1

120

6611

6773

6895

6949

6940

6864

6739

6558

6184

5431

4179

2616

1166

420

372

231

169

111

19.9

130

6611

6766

6878

6939

6943

6888

6793

6643

6385

5861

4927

3541

2137

742

317

262

187

104

21.7

140

6611

6741

6841

6894

6911

6889

6813

6696

6528

6199

5572

4590

3229

1652

398

199

132

77.6

23.2

150

6611

6712

6795

6839

6856

6844

6803

6720

6594

6423

6107

5526

4667

3388

931

205

117

63.7

29.0

160

6611

6677

6730

6763

6771

6751

6716

6648

6548

6435

6292

6009

5467

4665

2042

280

119

67.6

39.6

170

6611

6646

6660

6661

6640

6605

6540

6461

6362

6260

6148

5976

5524

4259

1838

339

111

64.7

44.0

180

6611

6603

6581

6535

6479

6400

6302

6172

6034

5904

5796

5676

5386

4157

1734

316

110

58.7

39.9

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:22 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98Tivoli150SMD

POWER: 150W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 6611

5 6558

10 6482

15 6387

20 6264

25 6115

30 5942

35 5740

40 5536

45 5361

50 5221

55 5147

60 5075

65 4184

70 1428

75 271

80 123

85 65.4

90 36.2

200

6611

6512

6382

6218

6015

5770

5502

5212

4912

4633

4375

4170

3875

2949

1086

260

150

85.0

28.7

210

6611

6467

6276

6035

5725

5370

4987

4580

4180

3797

3445

3091

2554

1771

867

279

156

70.5

21.5

220

6611

6422

6176

5846

5435

4950

4447

3957

3517

3144

2787

2311

1809

1235

715

275

153

51.3

16.5

230

6611

6380

6072

5651

5120

4528

3944

3463

3101

2764

2316

1887

1429

986

603

287

168

57.9

12.9

240

6611

6353

5987

5488

4860

4180

3607

3205

2888

2485

2053

1640

1183

809

492

276

171

71.9

10.2

250

6611

6325

5914

5344

4633

3922

3416

3055

2718

2295

1910

1504

1058

750

409

217

144

66.6

6.94

260

6611

6306

5871

5253

4503

3790

3322

2982

2612

2228

1861

1462

1002

714

276

195

134

65.1

4.04

270

6611

6298

5845

5204

4431

3733

3283

2956

2581

2198

1841

1425

975

681

257

193

131

43.7

3.21

280

6611

6307

5863

5237

4469

3766

3312

2979

2598

2207

1837

1432

981

690

259

190

128

55.1

3.93

290

6611

6318

5893

5300

4569

3872

3393

3038

2678

2256

1861

1443

997

708

359

202

127

53.1

5.44

300

6611

6343

5961

5438

4767

4098

3554

3170

2842

2408

1971

1540

1086

735

405

241

143

47.6

7.51

310

6611

6377

6049

5596

5028

4424

3855

3398

3036

2651

2182

1757

1278

840

458

239

137

38.6

10.3

320

6611

6417

6146

5784

5336

4826

4320

3841

3392

3011

2591

2070

1547

1004

494

220

115

37.3

14.0

330

6611

6458

6252

5981

5652

5267

4856

4440

4030

3611

3212

2753

2100

1339

619

211

107

35.3

19.2

340

6611

6506

6366

6183

5964

5703

5413

5104

4782

4467

4160

3836

3244

1907

570

186

119

40.9

25.8

350

6611

6555

6472

6376

6243

6087

5904

5685

5455

5234

5058

4940

4629

2629

826

168

93.9

48.5

33.1

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:22 August 2022 Remarks:


