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STREETLIGHT PHOTOMETRIC TEST REPORT

NAME: 98Tivoli200SMD

SPEC.:  

MFR.: Elmark Industries JSC

TYPE: 98Tivoli200SMD

DIM.: 625 x 225 x 100

SUR.: Rectangular

WEIGHT: 1

SERIAL No.: 0 

Shielding Angle: 
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C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:22 August 2022 Remarks:
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STREETLIGHT ISOCANDELA DIAGRAM

NAME: 98Tivoli200SMD

SPEC.:  

MFR.: Elmark Industries JSC

TYPE: 98Tivoli200SMD

DIM.: 625 x 225 x 100

SUR.: Rectangular

WEIGHT: 1

SERIAL No.: 0 

Shielding Angle: 
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Classification:

IES:Type II - Very Short
CIE:Narrow - Short

CIE:Non-cut-off
IES:Semi cut-off

Max.At80:113.3cd/klm
Max.At90:12.84cd/klm
Max.80-90:113.3cd/klm

ISOCANDELA DIAGRAM

UNIT cd

Imax=100%   9811

90%   8830

80%   7849

70%   6868

60%   5887

50%   4905

40%   3924

30%   2943

20%   1962

10%    981

 5%    491

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:22 August 2022 Remarks:
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COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM
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ROAD SURFACE ISOLUX DIAGRAM
ILLUMINANCE AT MH=10 m,Enadir  = 95.34 lx

TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE.

HEIGHT FACTOR

 5 m 4.000

 6 m 2.778

 7 m 2.041

 8 m 1.563

 9 m 1.235

10 m 1.000

11 m 0.826

12 m 0.694

13 m 0.592

14 m 0.510

15 m 0.444

16 m 0.391

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:22 August 2022 Remarks:
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ZONAL FLUX DIAGRAM

NAME: 98Tivoli200SMD

SPEC.:  

MFR.: Elmark Industries JSC

TYPE: 98Tivoli200SMD

DIM.: 625 x 225 x 100

SUR.: Rectangular

WEIGHT: 1

SERIAL No.: 0 

Shielding Angle: 



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90
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 140 130-140
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 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total %lum,lamp  

DEG LUMINOUS INTENSITY:cd UNIT:lm

9462 9728 9757 9664 9342 8736 8444 8849 891.4 891.4 4.06,37.1

9458 9780 9624 9650 9140 7358 6269 7776 2536 3428 15.6,143

9336 9438 8859 9289 8813 5279 3950 6092 3753 7181 32.7,299

8967 8352 7031 8299 8307 3736 3061 4449 4447 11628 53,484

8310 6079 3836 6182 7721 2775 2194 3276 4500 16127 73.5,672

6498 2618 415.7 2704 6785 1856 745.0 2049 3578 19706 89.8,821

1055 413.0 307.1 363.7 2003 719.9 413.6 698.8 1789 21495 97.9,896

91.12 212.6 187.3 196.1 113.6 203.7 198.9 176.1 366.4 21861 99.6,911

30.13 17.84 5.668 19.23 27.25 9.489 3.652 10.80 91.66 21953 100,915

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:22 August 2022 Remarks:
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ISOCANDELA DIAGRAM

NAME: 98Tivoli200SMD

SPEC.:  

MFR.: Elmark Industries JSC

TYPE: 98Tivoli200SMD

DIM.: 625 x 225 x 100

SUR.: Rectangular

WEIGHT: 1

SERIAL No.: 0 

Shielding Angle: 
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Imax:9839(H16.5,V-10.0)
 (At:C=40.0,Gamma=17.5)
UNIT: cd

10% 983.9
20% 1968
30% 2952
40% 3936
50% 4919
60% 5903
70% 6887
80% 7871
90% 8855

MAX = 9839.0 
MIN = 3792.6 
AVG = 7890.5 
AVG/MAX = 0.80
MIN/MAX = 0.39

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:22 August 2022 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
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C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:22 August 2022 Remarks:
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LCS REPORT

NAME: 98Tivoli200SMD

SPEC.:  

MFR.: Elmark Industries JSC

TYPE: 98Tivoli200SMD

DIM.: 625 x 225 x 100

SUR.: Rectangular

WEIGHT: 1

SERIAL No.: 0 

Shielding Angle: 
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C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:22 August 2022 Remarks:
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BUG REPORT

NAME: 98Tivoli200SMD

SPEC.:  

MFR.: Elmark Industries JSC

TYPE: 98Tivoli200SMD

DIM.: 625 x 225 x 100

SUR.: Rectangular

WEIGHT: 1

SERIAL No.: 0 

Shielding Angle: 

IESNA Luminaire Flux Distribution Table:

Zone Lumens Luminaire %

FL - Front-Low(0-30) 4019.1 18.3

FM - Front-Medium(30-60) 7619.8 34.7

FH - Front-High(60-80) 1063.3 4.8

FVH - Front-Very High(80-90) 51.137 0.2

Total Forward Light 12753 58.1

BL - Back-Low(0-30) 3161.6 14.4

BM - Back-Medium(30-60) 4905.2 22.3

BH - Back-High(60-80) 1092 5.0

BVH - Back-Very High(80-90) 40.527 0.2

Total Back Light 9199.4 41.9

UL - Uplight-Low(90-100) 0 0.0

UH - Uplight-High(100-180) 0 0.0

Total Up Light 0 0.0

BUG(Back,Up,Glare) Rating B4-U0-G3

Zone Downward

Lumens

Upward

Lumens

Total

Lumens

House Side 9199.4 0 9199.4

Street Side 12753 0 12753

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:22 August 2022 Remarks:
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ROAD ISOCANDELA REPORT

NAME: 98Tivoli200SMD

SPEC.:  

MFR.: Elmark Industries JSC

TYPE: 98Tivoli200SMD

DIM.: 625 x 225 x 100

SUR.: Rectangular

WEIGHT: 1

SERIAL No.: 0 

Shielding Angle: 

1MH

2.25MH

3.75MH

6MH
1MH 1MH 1.75MH 2.75MH

Pavement Road

Type I Type II Type III Type IV

V.Short

Short

Medium

Long

70% 6888.4

50% 4920.3

20% 1968.1

5% 492.03

2.5% 246.02

ROAD SURFACE ISOCANDELA DIAGRAM

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:22 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: 98Tivoli200SMD

SPEC.:  

MFR.: Elmark Industries JSC

TYPE: 98Tivoli200SMD

DIM.: 625 x 225 x 100

SUR.: Rectangular

WEIGHT: 1

SERIAL No.: 0 

Shielding Angle: 

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 9435

5 9440

10 9462

15 9476

20 9458

25 9422

30 9336

35 9183

40 8967

45 8683

50 8310

55 7740

60 6498

65 3819

70 1055

75 255

80 91.1

85 48.3

90 30.1

10

9435

9500

9567

9624

9644

9651

9586

9456

9246

8921

8433

7711

6488

3968

1103

271

112

44.2

29.6

20

9435

9541

9634

9721

9741

9741

9675

9512

9227

8764

8056

7101

5726

3513

957

251

117

50.5

25.0

30

9435

9579

9685

9780

9798

9758

9649

9405

8990

8321

7358

6060

4344

2290

668

240

106

45.1

21.0

40

9435

9608

9719

9798

9792

9704

9522

9176

8574

7697

6492

4932

3101

1377

468

240

172

95.6

18.5

50

9435

9633

9737

9794

9769

9622

9355

8881

8130

7059

5666

3965

2135

780

359

306

254

139

17.2

60

9435

9650

9747

9768

9703

9524

9166

8571

7684

6482

4909

3058

1246

422

352

317

229

180

16.6

70

9435

9657

9757

9761

9640

9415

9011

8326

7349

6022

4340

2302

674

352

326

261

214

145

16.7

80

9435

9660

9767

9764

9623

9347

8871

8119

7077

5690

3951

1722

445

347

305

254

188

109

15.0

90

9435

9654

9757

9756

9624

9335

8859

8097

7031

5617

3836

1722

416

352

307

253

187

83.0

5.67

100

9435

9643

9740

9734

9595

9323

8850

8109

7068

5682

3959

1704

454

346

302

249

183

109

20.6

110

9435

9631

9725

9723

9601

9364

8960

8304

7352

6049

4374

2278

661

348

331

248

199

131

24.8

120

9435

9613

9698

9706

9628

9434

9098

8532

7686

6534

4980

3052

1133

415

327

304

207

149

20.0

130

9435

9581

9682

9702

9654

9507

9236

8785

8102

7114

5765

4038

2093

674

340

280

237

131

19.1

140

9435

9552

9646

9686

9645

9545

9342

9017

8496

7699

6599

5135

3316

1387

388

212

155

107

19.3

150

9435

9516

9597

9633

9599

9535

9396

9163

8791

8220

7405

6288

4692

2606

690

210

112

54.9

21.3

160

9435

9478

9536

9538

9506

9447

9331

9165

8895

8525

7980

7175

6055

4324

1368

258

115

60.6

25.5

170

9435

9433

9444

9407

9362

9271

9140

8979

8751

8482

8120

7586

6795

5235

1705

309

109

54.2

30.8

180

9435

9374

9342

9249

9140

8995

8813

8578

8307

8021

7721

7352

6785

5128

2003

320

114

52.2

27.2

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:22 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: 98Tivoli200SMD

SPEC.:  

MFR.: Elmark Industries JSC

TYPE: 98Tivoli200SMD

DIM.: 625 x 225 x 100

SUR.: Rectangular

WEIGHT: 1

SERIAL No.: 0 

Shielding Angle: 

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 9435

5 9326

10 9228

15 9055

20 8860

25 8601

30 8277

35 7888

40 7450

45 7006

50 6610

55 6277

60 5966

65 4668

70 1453

75 312

80 159

85 62.7

90 24.0

200

9435

9266

9093

8821

8487

8067

7544

6927

6292

5688

5154

4727

4287

3239

1200

323

170

75.0

18.1

210

9435

9209

8949

8557

8049

7409

6645

5805

4986

4333

3786

3329

2788

1994

988

325

161

50.3

13.6

220

9435

9160

8806

8298

7587

6720

5711

4727

4018

3466

2987

2534

2038

1486

776

338

193

56.7

10.6

230

9435

9114

8667

8038

7129

6034

4847

4029

3453

3002

2564

2138

1674

1112

664

376

214

83.8

8.35

240

9435

9078

8549

7794

6751

5436

4340

3663

3195

2810

2396

1960

1309

736

447

376

272

100

6.59

250

9435

9053

8465

7588

6436

5031

4069

3497

3106

2708

2300

1681

892

454

380

314

218

86.7

5.09

260

9435

9046

8431

7507

6267

4834

3944

3428

3058

2653

2228

1481

692

466

400

325

209

43.6

3.92

270

9435

9054

8444

7511

6269

4837

3950

3435

3061

2653

2194

1410

745

471

414

326

199

33.1

3.65

280

9435

9071

8490

7611

6434

5012

4063

3507

3116

2690

2264

1518

728

457

387

313

205

46.7

4.34

290

9435

9103

8559

7751

6681

5347

4306

3662

3220

2798

2369

1821

1038

494

388

316

229

80.8

5.60

300

9435

9142

8665

7977

7076

5948

4803

4007

3446

3002

2522

2060

1481

903

534

389

246

68.7

7.26

310

9435

9183

8777

8249

7532

6633

5591

4661

3959

3397

2885

2342

1785

1164

672

366

197

52.6

9.40

320

9435

9237

8921

8545

8020

7365

6593

5736

4939

4252

3667

3041

2314

1530

725

310

156

44.8

12.2

330

9435

9286

9071

8822

8482

8046

7532

6933

6276

5607

4960

4293

3369

2115

838

284

114

45.3

15.8

340

9435

9340

9221

9078

8876

8632

8328

7943

7501

7023

6534

6033

5127

3139

910

264

132

50.7

20.4

350

9435

9393

9352

9302

9205

9090

8921

8692

8400

8051

7679

7214

6188

3740

998

257

109

44.6

25.2

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:22 August 2022 Remarks:


