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LAMP PHOTOMETRIC REPORT

MODEL: 99XLED614

POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 1309.1 1m ~/+180
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-120 120

20

€30/210,114.6
—C60/240,114.8
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AVERAGE BEAM ANGEE (50%):114.6 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 441.0 440.1 439.0 438.7 439.1 440.1 441.0 441.4 0- 10 42.33 42.33 3.23
20 421.4 419.6 417.7 416.9 417.8 419.7 421.5 422.2 10- 20 121.9 164.2 12.5
30 387.7 385.1 382.4 381.4 382.8 385.4 387.9 388.8 20- 30 186.3 350.5 26.8
40 339.4 336.5 333.3 331.9 333.8 337.1 340.1 340.8 30— 40 226.8 577.3 44.1
50 277.6 274.5 271.4 269.7 271.7 275.7 279.2 279.4 40- 50 236.9 814.2 62.2
60 205.5 202.8 200.1 197.9 200.0 204.7 208.3 207.9 50- 60 214.5 1029 78.6
70 129.1 126.5 122.9 122.3 124.7 128.9 130.4 131.1 60— 70 163.7 1192 91.1
80 55.62 52.23 47.16 49.31 52.33 53.54 53.82 54.96 70- 80 94.19 1287 98.3
90 0.9264 0.7726 0.7432 0.7803 0.6621 0.6867 0.6588 0.6610 80- 90 22.61 1309 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:14 July 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99XLED614

POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 447 | 447 | 447 | 447 | 447 | 447 | 447 | 447 | 447 | 447 | 447 | 447 | 447 | 447 | 447 | 447 | 447 | 447 | 447
5 446 | 446 | 445 | 445 | 445 | 445 | 445 | 445 | 445 | 445 | 445 | 444 | 444 | 444 | 444 | 444 | 445 | 445 | 445
10 441 | 441 | 441 | 440 | 440 | 440 | 440 | 440 | 439 | 439 | 439 | 439 | 439 | 439 | 439 | 439 | 439 | 439 | 439
15 433 | 433 | 432 | 432 | 432 | 431 | 431 | 431 | 430 | 430 | 430 | 430 | 430 | 430 | 429 | 430 | 430 | 430 | 430
20 421 | 421 | 421 | 420 | 420 | 419 | 419 | 419 | 418 | 418 | 417 | 417 | 417 | 417 | 417 | 417 | 417 | 418 | 418
25 406 | 406 | 405 | 405 | 404 | 404 | 403 | 403 | 402 | 402 | 401 | 401 | 401 | 401 | 401 | 401 | 401 | 402 | 402
30 388 | 387 | 387 | 386 | 385 | 385 | 384 | 384 | 383 | 382 | 382 | 382 | 381 | 381 | 381 | 382 | 382 | 382 | 383
35 365 | 365 | 364 | 364 | 363 | 362 | 361 | 361 | 360 | 360 | 359 | 359 | 358 | 358 | 358 | 359 | 359 | 360 | 360
40 339 | 339 | 338 | 338 | 337 | 336 | 335 | 335 | 334 | 333 | 333 | 332 | 332 | 332 | 332 | 332 | 333 | 333 | 334
45 310 | 310 | 309 | 308 | 307 | 307 | 306 | 305 | 304 | 304 | 303 | 303 | 302 | 302 | 302 | 303 | 303 | 304 | 304
50 278 | 277 | 276 | 276 | 275 | 274 | 274 | 273 | 272 | 271 | 271 | 270 | 270 | 270 | 270 | 270 | 270 | 271 | 272
55 243 | 242 | 241 | 241 | 240 | 239 | 239 | 238 | 237 | 237 | 236 | 235 | 235 | 235 | 235 | 235 | 235 | 236 | 237
60 205 | 205 | 204 | 204 | 203 | 203 | 202 | 202 | 201 | 200 | 199 | 199 | 198 | 198 | 198 | 198 | 198 | 199 | 200
65 167 | 167 | 166 | 166 | 165 | 165 | 164 | 163 | 162 | 162 | 161 | 161 | 160 | 161 | 160 | 161 | 161 | 162 | 162
70 129 | 129 | 128 | 128 | 127 | 126 | 125 | 125 | 123 | 123 | 122 | 122 | 122 | 122 | 122 | 123 | 123 | 124 | 125
75 91.9|91.8 | 90.7 | 90.2 | 88.9 | 88.2 |86.9|85.9|84.8|84.3|83.8(83.9|84.0|84.6|85.1|86.0|86.7|87.4|88.1
80 55.6 | 56.7 | 55.5 | 54.5 | 52.9 | 51.6 | 49.9 | 48.7 | 47.6 | 47.2 | 46.8 | 47.3 | 47.7 | 48.8 | 49.8 | 51.1 | 52.1 | 53.3 | 52.3
85 24.1|24.6|22.5|20.4|18.1|16.2|14.1|13.1|12.0|11.8|11.8|12.6 | 13.5|15.1 | 16.6 | 18.7 | 20.6 | 22.4 | 22.2
90 0.93/0.81|0.81|0.81|0.79|0.76 | 0.74 |0.74 | 0.74 | 0.74 [ 0.75|0.75|0.75|0.76 | 0.80 | 0.80 | 0.80 | 0.78 | 0.66
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:14 July 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99XLED614
POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 447 | 447 | 447 | 447 | 447 | 447 | 447 | 447 | 447 | 447 | 447 | 447 | 447 | 447 | 447 | 447 | 447
5 445 | 445 | 445 | 445 | 445 | 445 | 445 | 446 | 446 | 446 | 446 | 446 | 446 | 446 | 446 | 446 | 446
10 439 | 440 | 440 | 440 | 440 | 441 | 441 | 441 | 441 | 441 | 441 | 441 | 441 | 441 | 441 | 441 | 441
15 430 | 431 | 431 | 431 | 432 | 432 | 432 | 433 | 433 | 433 | 433 | 433 | 433 | 434 | 433 | 433 | 433
20 418 | 419 | 419 | 420 | 420 | 420 | 421 | 421 | 421 | 422 | 422 | 422 | 422 | 422 | 422 | 422 | 422
25 402 | 403 | 404 | 404 | 405 | 405 | 406 | 406 | 406 | 407 | 407 | 407 | 407 | 407 | 407 | 407 | 407
30 383 | 384 | 384 | 385 | 386 | 386 | 387 | 388 | 388 | 388 | 389 | 389 | 389 | 389 | 389 | 388 | 388
35 360 | 361 | 362 | 363 | 363 | 364 | 365 | 365 | 366 | 366 | 366 | 367 | 367 | 367 | 366 | 366 | 366
40 334 | 335 | 336 | 337 | 337 | 338 | 339 | 340 | 340 | 341 | 341 | 341 | 341 | 341 | 341 | 340 | 340
45 305 | 306 | 306 | 307 | 308 | 309 | 310 | 311 | 311 | 312 | 312 | 312 | 312 | 312 | 311 | 311 | 311
50 272 | 273 | 274 | 275 | 276 | 277 | 278 | 279 | 279 | 280 | 280 | 280 | 279 | 279 | 279 | 279 | 278
55 237 | 238 | 239 | 241 | 242 | 243 | 244 | 244 | 245 | 245 | 245 | 245 | 245 | 245 | 244 | 244 | 243
60 201 | 202 | 203 | 204 | 205 | 207 | 207 | 208 | 208 | 209 | 208 | 208 | 208 | 208 | 207 | 207 | 206
65 163 | 164 | 165 | 167 | 168 | 169 | 169 | 170 | 170 | 170 | 170 | 170 | 170 | 170 | 169 | 169 | 168
70 125 | 127 | 127 | 129 | 129 | 130 | 130 | 131 | 130 | 131 | 131 | 131 | 131 | 131 | 131 | 131 | 130
75 88.7 | 89.7|90.1[91.1|91.0|91.5(91.2|91.7|91.4|92.0|91.8|92.5|92.4|93.1092.7/|92.9|92.4
80 50.8 | 50.7 | 50.9 | 52.6 | 54.5 | 54.4 | 53.9 | 54.0 | 53.8 | 54.2 | 54.4 | 55.1 | 55.6 | 54.4 | 53.2 | 53.5 | 54.0
85 19.8 | 18.2 | 17.3 | 18.0 | 19.6 | 18.9 | 18.2 | 18.0 | 17.8 | 18.2 | 18.6 | 19.6 | 20.5 | 19.0 | 18.1 | 19.3 | 21.2
90 0.68 | 0.68 | 0.72 | 0.70 | 0.68 | 0.65 | 0.66 | 0.65 | 0.66 | 0.66 | 0.71 | 0.64 | 0.66 | 0.66 | 0.83 | 0.94 | 0.98
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:14 July 2022 Remarks:




